
SUPERIOR REACH.
0.99-METER FIT.
CX24D 2-PIECE BOOM

PRELIMINARY SPEC SHEET

ENGINE
Stage V compliant, 1.1-liter, 
3-cylinder, 20.7 hp

WEIGHT
with cab 2,535 kg
with canopy 2,435 kg

CABIN
XXL size for enhanced 
operator comfort

UNDERCARRIAGE
Retractable from 1.30 m to
0.99 m, ideal for tight entry doors

BOOM
2-piece design
for extended reach and 
improved lifting capacity



UNIQUE 2-PIECE BOOM DESIGN
– Extends working range, reducing the need for machine 

repositioning
– Enhances lift capacity by allowing loads to be lifted 

vertically, closer to the cab

NARROWEST MODEL IN THE 2.5-TON CLASS: 0.99 - 1.30 m 
– Short radius design combined with a retractable undercarriage
– Transport possible on a car trailer with B-type driver license with 

selected trailers and attachments
Ideal for work in confined or urban spaces, easy to 
transport

0.99 m

1.30 m

XXL CAB & OPERATOR COMFORT
– 55 cm wide door and spacious cab with optional 

air conditioning
– Assisted lift and storage of both parts of the front 

window especially useful when A/C is not selected 
More operating comfort, every day

– Smooth, precise operation with Load Sensing and 
Flow Sharing hydraulic system

– Proportional control of attachments and boom swing 
directly from the joystick

– Up to 3 auxiliary hydraulic functions available
– Additional pump and work mode for mulching 

operations available
Enables an easy and productive use of any 
multifunction attachment

OUTSTANDING SERVICE ACCESSIBILITY
– Tiltable cab for easy access to internal components
– Smart fuel tank integrated into the rear door 

Enables cleaner refueling and easier 
daily filter checks

KEY PRODUCT ADVANTAGES

Up to 
1,7t*

+70%
vs. monoboom

+49 cm
vs. monoboom

+95cm
vs. monoboom



SPECIFICATIONS

ENGINE
KUBOTA - STAGE 5
Max power (2400 rpm) kW - hp 15.4 – 20.7
Ful usage lpm 3
Cylinders n° 3
Cooling Liquid
Fuel usage lt/h 9.3
HYDRAULIC
Load Sensing closed center with “Flow Sharing” control valve
1 LS variable pump (25 cm3, 48 lpm, 240 bar) + 1 gear pump (5 cm3, 9.5 lpm, 240 
bar)
AUX 1 Single/double effect, Proportional lt/min (bar) 50 (200)
AUX 2 (opt.) Proportional lt/min (bar) 13/8 (220)
AUX 3 (opt.) Proportional lt/min (bar) 50 (220)
Breakout force (arm + bucket) daN 1010+1070 

R1650

450

81°
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LIFT CAPACITY

* Indicates the hydraulic load limit.
Methodology:
- Distance measured from machine’s rotation’s center
- Lift capacity, measured with cab and standard counterweight based on the ISO 10567 , does not exceed 75% of static tipping load or 87% of the hydraulic lifting capacity

1,5m 
(Min) 2 m 3m 4,0 m 

(Max)

- 0,9 t 0,4 t 0,4 t
- 0,8 t 0,4 t 0,3 t
- 0,7 t 0,4 t 0,2 t

1,7 t 1,0 t 0,6 t 0,4 t
1,2 t 0,7 t 0,4 t 0,3 t
1,0 t 0,6 t 0,4 t 0,2 t

Height (H) Set up

@ 1,0 m
Front, blade down

Front, blade up

Side

@Ground
Front, blade down

Front, blade up

Side

SLEWING & TRAVEL SPEED
Max travel speed km/h 2.6 / 4.0 
Slew speed rpm 10.5
CAPACITIES
Fuel tank lt 20
Hydraulic oil (tank / circuit) lt 16 / 25
Cooling system capacity ltlt 4
Engine oil 4.4
WEIGHTS - With rubber tracks:
- Transport weight (canopy/cab) kg 2305 / 2405
- Operating weight (canopy/cab)  ISO 6016 kg 2435 / 2535



NEED TO CONTACT US?
specialapplications@cnh.com

NOTE: Standard and optional fittings can vary according to the demands and specific
regulations of each country. The illustrations may include optional rather than standard
fittings - consult your Case dealer. Furthermore CNH Industrial reserves the right to modify
machine specifications without incurring any obligation relating to such changes.

Conforms to directive 2006/42/EC

CUSTOMIZED SOLUTIONS
BY CASE SPECIAL APPLICATIONS

DESIGNED, PRODUCED AND CERTIFIED BY CASE IN EUROPE
Our Special Applications team based in Italy customizes machines for specific needs, including military and
beyond. We offer CE-certified vehicles, safe and compliant, unlike some local modifications that are not always
recertified. By choosing CASE, a CNH brand, you are supporting the European economy and thousands of jobs.

mailto:specialapplications@cnh.com
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